IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 



In re Application of: 

Jonas Yngvesson 

Application. No.: to be assigned 

Filed: November 26, 2003 

Title: METHOD FOR READING IMAGES 



Attorney Docket: 19877.0027 
Art Unit: to be assigned 
Examiner: to be assigned 



CLAIM FOR PRIORITY 

Commissioner for Patents 
P.O. Box 1450 

Alexandria, Virginia 22313-1450 
Sir: 

A certified copy of corresponding Swedish Application No. 0203545-9, filed November 
29, 2002 is attached. It is requested that the right of priority provided by 35 U.S.C. § 1 19 be 
extended by the U.S. Patent and Trademark Office. 



Respectfully submitted, 



Date: November 26, 2003 




Eric J. Franklin, Reg. No. 37,134 
Attorney for Applicant 
Swidler Berlin Shereff Friedman, LLP 
3000 K Street, NW, Suite 300 
Washington, DC 20007-5116 
Telephone: (202) 424-7500 
Facsimile: (202) 295-8478 



PRV 



PATENT- OCH REGISTRERINGSVERKET 

Patentavdelningen 

Intyg 

Certificate 

I _ Harmed intygas att bifogade kopior over ens stammer med de 

> <$S handlingar som ur sprung ligen ingivits till Patent- och 

^ ^ n registreringsverket i nedannamnda ansokan. 

. .[<, WHH B ^ | rfcis is to certify that the annexed is a true copy of 
~* " fe^fef ^ / the documents as originally filed with the Patent- and 
"P ^ B8 Registration Office in connection with the following 



-x^ / patent application. 



(71 ) Sokande Sectra Imtec AB, Linkoping SE 

Applicant (s) 



(21 ) Patentansokningsnummer 0203545-9 
Patent application number 



(86) Ingivningsdatum 2002-11-29 
Date of filing 



Stockholm, 2003-11-18 



For Patent- och registreringsverket 
For the Patent- and Registration Office 



Hjbrdis Segerlund 



Avgift 

Fee 170:- 



PATENT- OCH 
REGISTRERINGSVERKET 

SWEDEN 



Postadress/Adress Telefon/Phone 
Box 5055 +46 8 782 25 00 

S-102 42 STOCKHOLM Vx 08-782 25 00 



Telex 
17978 

PATOREG S 



Telefax 

+ 46 8 666 02 86 
08-666 02 86 



29/11 2002 FRI 11:53 FAX +46 13 355679 STROM & (AJLLIKSSON IP AB ©004/017 

+46 13 355679 

Ink. t. Patent- och reg.verket 

?m -11-29 

Method for reading imag s 

Huvudfaxan Kossan 

TECHNICAL FIELD 

5 The present invention relates to a method for reading in a workstation a 
sequence of images obtained during an exam of a portion of a human 
body to facilitate the handling of the Images for an operator and to make 
a diagnose simpler and more rapid. 



10 TECHNICAL BACKGROUND 



In order to facilitate and to make the handling of sequencies of Images 
obtained during exams on the human body by means of imaging 
photographing devices, such as CT or MRi , during a reading of these 

15 images by a radiologist, there are functionality means provided in a 
computer workstation for reading these Images, On a workstation for 
diagnostic image reading there is often a functionality called Dynamic 
Display Protocols (DDPs) Installed- This Is a set of rules that automatically 
decides how to present, on one or more monitors, the material available 

20 for reading. 



Most workstations for diagnostic image reading support some sort of DDP 
concept. Different implementations of DDPs support different degrees of 
flexibility. Some of these simply check what type of Image series Is 
25 currently displayed and select a preset way of displaying the Images. 

Other implementations take a lot of variables into consideration, such as, 
which user Is viewing the Images, what kind of examination has been 
performed, what kind of prior exams are available for comparison etc. 



30 



A DDP selected contain information about how the image material shall be 
presented. This information may be as simple as setting rules regarding 
how a screen on a monitor Is divided to display a single series or It may 
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contain quite complicated settings regarding which prior images to display 9 " Kassari 
together with the actual images, how to organize the images over the 
available monitors and image settings for Individual images. This 
presentation specification associated with the Dynamic Display Protocol is 
5 called, in this connection, a hanging protocol. The hanging protocol usually 
includes information regarding the image series placement, viewing mode, 
layout, window width-level (W/L) settings, zoom and pan, image 
orientation, sorting of the series, splitting of the series into pseudo-series, 
stages etc. The use of hanging protocols in this branch of technology is 

10 disclosed in, for example, patent document EP 1 207 683 A2 and in the 
article: "Molse, Adrian & Atkins, M. Stella; Workflow oriented hanging 
protocols for radiology workstation; Proceedings of SPIE - The 
international Society for Optical Engineering, Volume 4685, 2002, pages 
189-199. All of the contents of said documents are hereby Included by 

15 reference into this description. 

A clinical application Is, In this context, a special application that performs 
a set of specific clinical tasks on a set of Images. The clinical applications 
are not part of the diagnostic workstation software, but are external 

20 applications installed afterwards as helpware. However, the clinical 
applications may be started with a command available inside the 
diagnostic workstation software, whereby the desired clinical application is 
started and runs in a clinical context that Is the same as for that of the 
workstation software In use. The context of the clinical application may 

25 include, such information as, patient, examinations and images. Some 
examples of clinical applications are: 3D rendering applications, Multi 
Planar Reconstruction and Orthopedic tools. Further examples of clinical 
applications are: Advanced measurement tools, Cardiology tools, 
Treatment planning, Image processing and analysis applications, CT and 

>0 MR tools, Nuclear medicine tools, Teaching files and encyclopeida types of 
applications, Reporting tools. Computer Aided Diagnosis tools. 
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A clinical application can be an In-process plug-in, typically a dynamically 
loaded library or an external application running In its own address space. 
The important part is that it Is started from inside the diagnostic 
5 workstation and automatically runs In the correct clinical context Indicated 
by the user. 

On the radiology workstation several clinical applications may be installed. 
DDPs today, as described, allow the diagnostic workstation software to 
10 present images series from examinations In a pre-defined way based on 
user preference and other criteria. However, if a certain clinical application 
is used regularly in the clinical work, that certain application needs to be 
started manually every time. 



BRIEF DESCRIPTION OF THE INVENTION 

According to one aspect of the present invention there Is provided a 
method as characterized In the Independent method claim. 

20 

The definition of a hanging protocol with the features as presented in the 
claims will contain a unique identifier for the clinical application. In the 
Windows world that Is typically a GUID, containing the CLSID of a COM 
component implementing the applicatlon. 

25 

The hanging protocols are typically stored centrally on a server and are 
distributed on request to the diagnostic workstation. The workstation 
software will automatically start the clinical application in the correct 
clinical context if the criteria of the specific clinical application matches the 
30 criteria of the actual Dynamic Display Protocol running. 



15 
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The new part In this scheme is the storage of a unfque identifier of a 
clinical application in a hanging protocol, which allows the clinical 
application to be automatically started in the correct clinical context 
decided from a standard set of DDP matching criteria. 

5 

The advantage for a user is that clinical applications that are routinely 
used, can be incorporated In the normal automated workflow of a 
department, leading to Improved efficency. 

10 In an alternative embodiment the scheme above is combined with an 
automatic download and Installation of the clinical application from a 
server, in case it is not already installed on the workstation host, when the 
hanging protocol indicates that the clinical application referred to should 
be applied. The server is either the server where the hanging protocol is 

15 stored and fetched, or another server Indicated by an identifier also stored 
in the hanging protocol together with the unique Identifier of the clinical 
application Itself. 

In still a further embodiment and enhancement, the configurations and 
20 settings made for one or more clinical applications and image specific 

settings inside one or more clinical applications are stored centrally on the 
same server as the hanging protocols. These configurations and settings 
can be viewed as manual modifications on the user level of the hanging 
protocol and are automatically fetched from the server and applied when 
25 the clinical applications are started. This is valuable since the clinical 
' environment is very dynamic and it is common for users to access Images 

from different workstation hosts at different times. 

BRIEF DESCRIPTION OF DRAWINGS 



Fig. 1. A window in a workstation for setting DDP series type criteria. 
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Fig. 2. 
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A window in a workstation for choosing series types in an 
examination type. 



Fig. 3 



shows a DDP editor on a workstation window. 



5 



EMBODIMENTS OF THE INVENTION 

A brief description for the proceedings to achieve the function according to 
10 the independent claims is presented below. 

On a workstation a DDP with the desired option Is created according to the 
steps: 

15 1. Create series types 

A series type definition is used to sort actual series into slots given In the 
examination types (see below). The definition is given on the form of 
criteria, as in the examination type case. The attributes are almost 
exclusively DICOM elements. 

20 

To create a series type a DDP editor in a workstation is used. A DDP 
definition window is started from a tools menu of an information window. 
A dialog regarding series types Is reached from a file menu. 

25 The series type definition consists of a number of criteria. The criteria are 
presented In a tree view of the series type dialog. A criteria is defined by 
selecting among a number of predefined criteria. An existing criteria can 
be edited by selecting it and performing desired editing. An example of 
the setting of crlterias by use of a window displayed at the workstation is 

j 30 shown in fig. 1, wherein criteria, In this example for coronal with contrast, 
are set. As shown it is an option if the criteria listed may be matched as 

■; anyone from the group or that all criterias listed should be matched. 



29/11 2002 FRI 11:54 FAX +46 13 355679 STROM & (MLLIKSSON IP AB B009/017 

+46 13 355679 Ink. « n -M- ocli reg.verket 

6 ' -1 1-2 9 

2. Create Examination Types 

An Examination type definition has two purposes. Firstly, It must make it 
possible to match an actual examination to an examination type. This is 
used to see If an examination can be a part of a certain DDP. Secondly, it 
5 must list the included series. This is used when defining which series to be 
hung where in the DDP definition. 

The first part, to describe distinctive characteristics, is given in the form of 
criteria. Each criterion consists of an attribute, a relation and a value, e.g. 
10 "Modality equals CR". The second part, to list included series types, is 
simply an ordered list of references to predefined series types. 

To create an examination type a DDP editor In the workstation Is used. 
The DDP definition window is started from the tools menu of the 
15 information window. A dialog for the examination types is reached-from a 
file menu available at the workstation. 

One part of the examination type is a number of criteria. The criteria are 
handled by a bottom part of the dialog. The handling is exactly the same 
20 as for series type criteria. 

The other part of the examination type Is the list of series types, handled 
by a top part of the dialog. A left list box displayed on the screen of the 
workstation lists the available series types. A right list box displayed on 
25 the screen of the workstation shows the ordered list of series types In the 
examination type. By use of an add-button the selected series type In the 
j left list is added to the right list. An example of how this is handled on a 

I displayed window at a workstation is illustrated in fig. 2. 



30 
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3- Create DDP definitions 

To create a DDP definition, a DDP editor in the workstation Is used. The 
DDP definition window is started from the tools menu of the information 
window. 



An example of a DDP editor is shown In figure 3. A miniature monitor view 
Is at the top and at the bottom there are examinations types, each 
containing a row of series types. In the figure below the examination type 
is CR Chest and the series types are AP and Lateral (not shown). The 
10 image being viewed Is AP. 

A new DDP can be created completely from scratch, but it Is also possible 
to edit and remove existing DDPs. In the figure It Is shown that also 
clinical applications Is an option in the list of the DDP series types. The 
15 types of clinical applications available are listed In the window to the right 
in figure 3. 

The normal workflow when creating a DDP is as follows: 

• Specifying the number of monitors that should be used. 
20 • Specifying the screen partitioning for each monitor. 

• Specifying which examinations that should be used. 

• Specifying where each series should be presented, i.e. hang the 



There are different tools available for each of these tasks in the DDP 
editor. Figure 3 displays the pop-up menu available to configure specific 
settings for a monitor and an image in a particular hanging. It also shows 
how a particular Clinical Application is selected to run for a particular 



5 



series. 



Specifying image settings, including Clinical Applications. 



25 



30 



image. 
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CLAIMS 

1. Method for reading images on a diagnostic workstation, comprising 
the steps: 

5 - loading a sequence of images into the workstation, 

- loading into the workstation a Dynamic Display Protocol (DDP) 
containing a set of rules Included in a hanging protocol that 
automatically determines how the sequence of Images is to be 
presented on at least one monitor for viewing the images, 

10 - providing a set of clinical applications In a storage means, 

- configuring at least one of said clinical applications as being a part 
of said hanging protocol, 

- checking by means of said Dynamic Display Protocol if matching 
criterias for said hanging protocol are met by the sequence of images 

15 to be read and 

- automatically starting by said Dynamic Display Protocol a clinical 
application being part of a hanging protocol which matching criterias 
are met by the sequence of images to be read. 



20 2. Method according to claim 1, comprising the step: 

- associating with said hanging protocol at least one image displaying 
specifics from the group of: viewing mode, layout, W/L-settlngs, 
zooming, Image orientation, sorting of the image sequence, splitting 
of the image sequence into pseudo-series. 

25 

:": 3, Method according to claim 2, comprising the step: 

: - including in said set of clinical applications at least one from the 

11 group of: 

3D displaying application, Multi Planar application, Orthopedic tools, 
: 30 Advanced measurement tools, Cardiology tools, Treatment planning, 

V Image processing and analysis applications, CT and MR tools, Nuclear 
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medicine tools, Teaching files and encydopeida types of applications, 
Reporting tools. Computer Aided Diagnosis tools. 



5 4. Method according to claim 3, comprising the step: 

- running said clinical application In a clinical context which is the 
same for the clinical application and for the software used on the 
workstation, wherein said clinical context is one from the group of: 
patient identity, Instance(s) of examination, Instance(s) of images. 

10 

5. Method according to claim 4, comprising the step: 

- identifying the clinical applications with a unique identifier 

6. Method according to claim 5, comprising the step: 

15 - storing said clinical application on the diagnostic workstation host. 

7. Method according to claim 5, comprising the step: 

- storing said clinical application on a server and 

- starting said clinical application on request by the Dynamic Display 
20 Protocol. 

8. Method according to claim 5, comprising the step: 

- storing said clinical application on a server, 

- Installing said clinical application into the diagnostic workstation on 
25 request by the Dynamic Display Protocol 

- starting said clinical application on request by the Dynamic Display 
Protocol. 



: : 9. Method according to any of claims 7 and 8, comprising the step: 

30 - storing In said hanging protocol an identifier of the server storing 

the clinical application together with the Identifier of the clinical 
application itself. 
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10. Method according to any of claims 7 and 8, comprising the step: 

- storing the configurations and settings for a clinical application on 
the same server as the one where the hanging protocol Is stored. 

5 

11. Method according to claim 10, comprising the step: 

- storing the Image specific settings associated with a clinical 
application on the same server as the one where the hanging protocol 
is stored. 
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ABSTRACT 



A method for reading images on a diagnostic workstation, wherein the 
method comprises the steps: a sequence of Images is loaded into the 
workstation, a Dynamic Display Protocol (DDP) containing a set of rules 
included in a hanging protocol that automatically determines how the 
10 sequence of Images is to be presented on at least one monitor for viewing 
the images Is loaded into the workstation, a set of clinical applications is 
provided In a storage means, at least one of said clinical applications Is 
configured as being a part of said hanging protocol, said Dynamic Display 
Protocol is checking if matching crlterias for said hanging protocol are met 
15 by the sequence of images to be read and a clinical application being part 
of a hanging protocol which matching crlterias are met by the sequence 
of Images to be read is automatically started by said Dynamic Display 
Protocol. 
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